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CELO 

Universal 
Spreading Nail

USN

USN Telegrey

USN Anthracite grey

USN Traffic black

USN Signal white

USN Copper brown

USN Sepia brown

USN Chocolate brown

Advantages

Lenths 40 and 60 mm for 
clamping thicknesses from 
5-25 mm or install deeper 

for higher load values

Visually attractive head with 
high quality EPDM sealing ring 

for optimal sealing and  
adaption to the ground

Good pull-out values in  
almost all common building 
materials like concrete, solid 
bricks and perforated bricks

Electrical contact  
protection for various 

applications in the  
electrical sector

Made out of glass fibre  
reinforced nylon, ageing,  
weather and UV-resistant

Elastic V-shaped  
spring elements ensures 
a high spreading force

Innovative fastening for wall connection profiles in 
non-insulated facades – simple and quick

�/

Extremely fast 
mounting of wall  

connection profiles

Fits through holes ≥ 8 mm 
(common for wall  

connection profiles or  
metal sheets)
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Insulation fixings

Suitable building materials

Very suitable

Mounting

The USN can be removed in two ways:
1. Knock off the head using a chisel or a screwdriver. 
2. �Drill out the head with a drill bit that it falls apart  

(The USN has a small notch on the head which helps to guide a drill bit).

•	 Concrete
•	 Natural stone
•	 Solid brick
•	 Solid sand-lime brick
•	 Lightweight solid  

concrete blocks

•	 Aerated concrete  
(only AAC6)

•	 Hollow brick 
•	 Hollow sand-lime 

brick
•	 Lightweight hollow 

concrete blocks

Approvals and certificates

MADE 
IN 

GERMANY

Drill hole depth h1

Plug length Ld

Anchorage depth hnom
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Thickness of fixture tfix

 USN 6-40  
USN 40 with EPDM sealing, head Ø = 15,0 mm

Type Art-No RAL-Code
d0 Ld h1 ≥ hnom ≥ tfix ≤ df

[mm] [mm] [mm] [mm] [mm] [mm] [pcs] [pcs]

USN 40 Signal white 9140USN RAL 9003 6 40 40 35 5 8 - 10 100 1.800
USN 40 Telegrey 9GR40USN RAL 7045 6 40 40 35 5 8 - 10 100 1.800
USN 40 Anthracite grey 9AN40USN RAL 7016 6 40 40 35 5 8 - 10 100 1.800
USN 40 Traffic black 9440USN RAL 9017 6 40 40 35 5 8 - 10 100 1.800
USN 40 Copper brown 9CO40USN RAL 8004 6 40 40 35 5 8 - 10 100 1.800
USN 40 Sepia brown 9M40USN RAL 8014 6 40 40 35 5 8 - 10 100 1.800
USN 40 Chocolate brown 9MO40USN RAL 8017 6 40 40 35 5 8 - 10 100 1.800

Loads and dimensions Frec

Type
hnom Concrete Hollow brick HLz 12 Poroton T10 Poroton T8 Aerated concrete AAC6

[mm] Frec[kN] Feff [kN] Frec[kN] Feff [kN] Frec[kN] Feff [kN] Frec[kN] Feff [kN] Frec[kN] Feff [kN]

USN 40 35 0,13 0,93 0,08 0,55 0,03 0,20 0,08 0,60 0,04 0,32
USN 60 55 0,15 1,09 0,08 0,55 0,04 0,30 0,08 0,60 0,06 0,46

Frec: Recommended load in all directions incl. safety factor of 7 
Feff: Effective pull out loads excl. safety factor  

 USN 6-60  
USN 60 with EPDM sealing, head Ø = 15,0 mm

Type Art-No RAL-Code
d0 Ld h1 ≥ hnom ≥ tfix ≤ df

[mm] [mm] [mm] [mm] [mm] [mm] [pcs] [pcs]

USN 60 Signal white 9160USN RAL 9003 6 60 60 35 25 8 - 10 75 1.350
USN 60 Telegrey 9GR60USN RAL 7045 6 60 60 35 25 8 - 10 75 1.350
USN 60 Anthracite grey 9AN60USN RAL 7016 6 60 60 35 25 8 - 10 75 1.350
USN 60 Traffic black 9460USN RAL 9017 6 60 60 35 25 8 - 10 75 1.350
USN 60 Copper brown 9CO60USN RAL 8004 6 60 60 35 25 8 - 10 75 1.350
USN 60 Sepia brown 9M60USN RAL 8014 6 60 60 35 25 8 - 10 75 1.350
USN 60 Chocolate brown 9MO60USN RAL 8017 6 60 60 35 25 8 - 10 75 1.350



Überreicht durch:

Technische Änderungen in den Produkten und Abbildungen vorbehalten. Der Nachdruck dieses Prospektes, auch auszugsweise, ist untersagt. 
CELO Befestigungssysteme GmbH übernimmt keinerlei Haftung für die Richtigkeit der bereitgestellten Information.

CELO Befestigungssysteme GmbH
Industriestraße 6
D-86551 Aichach
www.celofixings.com
Hotline: +49 (0) 8251-90485-0
Telefax: +49 (0) 8251-90485-49
E-mail: info@celofixings.de
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Small Things Matter


